AMENDMENT NO. 6 MARCH 2019 
TO 
IS 9295 : 1983 SPECIFICATION FOR STEEL TUBES FOR IDLERS 
FOR BELT CONVEYORS 


(First Revision) 
(Page 4, footnote *) — Delete. 
[Page 5, clause 8.1, line 2 (see also Amendment No. 5)] — Substitute 
‘IS 1608 (Part 1) : 2018/ISO 6892-1 : 2016 Metallic materials — Tensile testing 
Part | Method of test at room temperature (fourth revision)’ for ‘IS 1608 : 2005 
Metallic materials tensile testing at ambient temperature (third revision)’. 


(Page 5, footnotet) — Delete. 


(Page 6, clause 8.2, Note) — Substitute ‘IS 2335 : 2005’ for ‘IS : 2335 - 
1963*’. 


(Page 6, footnote *) — Delete. 


[Page 6, clause 8.3, line 3 (see also Amendment No. 5)] — Substitute 
‘IS 2328 : 2018/ISO 8492 : 2013 Metallic materials — Tube — Flattening test 
(third revision)’ for ‘IS : 2328 - 2005 Metallic Materials — Tube — Flattening 
test (second revision)’. 


(Page 6, footnotet) — Delete. 

(Page 7, clause 10.1) — Insert the following at the end of the clause: 
‘The hardness test shall be carried out as per IS 1500 (Part 1) : 2013/ 
ISO 6506-1 : 2005 Metallic materials — Brinell hardness test : Part 1 Test 
method (fourth revision ) or IS 1501 (Part 1) : 2013/ ISO 6507-1 : 2005 Metallic 
materials — Vickers hardness test : Part 1 Test method (fourth revision) or 
IS 1586 (Part 1) : 2018/ISO 6508-1 : 2016 Metallic materials — Rockwell 
hardness test : Part 1 Test method (fifth revision)’. 

(Page 10, clause 18.2.1) — Substitute the following for the existing clause: 
‘18.2.1 BIS Certification Marking 


The tube may also be embossed with the Standard Mark. 
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18.2.1.1 The use of standard mark is governed by the provisions of the Bureau 
of Indian Standards Act, 2016 and the Rules and Regulations made thereunder. 
The details of conditions under which license for the use of standard mark may 


be granted to manufacturers or producer may be obtained from Bureau of Indian 
Standards.’ 
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